KSDM-13A/13B

KSDM-3.0

KSDM-4.0 KSDM-5.5-2 KSDM-7.5-1
Inlet Air Flow 2600%100 m*/h 3000100 m*/h 40001200m°/h 58001300m°/h 8000X500m°/h
Motor Power 1.5kW Jkw 4KkwW 5.5kW 7.5KW
Power Supply 3x3BOV/50H2 3x380V/50H2 3x38B0V/50H2 3x380V/50H2 3x380V/50Hz

Filter Material

Spunbond polyester

Spunbond polyester

Spunbond polyester

Spunbond polyester

Spunbond polyester

Filtration Area

16nt

24nt

24nt 36nt 48nt®
Filtration Efficiency >99.9% >99.9% >99.9% >99.9% >99.9%
Filtration Precision 20.3um Z0.3pm Z0.3pm 20.3um 20.3um
Filter Cartridge 2 Pcs 2 Pcs 2 Pcs 3 Pes 4 Pcs

Cleaning Method

Automatic cleaning

Automatic cleaning

Automatic cleaning

Automatic cleaning

Automatic cleaning

Compressed Air

0.5~0.6MPa

0.5~0.6MPa

0.5~0.6MPa 0.5~0.6MPa 0.5~0.6MPa
Noise Level <7245 dB(A) <7245 dB(A) <7545 dB(A) <7245 dB(A) <7245 dB(A)
Dimension (WxDxH) | 1200x800x1400mm | 1400x1150x1800mm | 1600x1150x1900mm | 1950x1535x1845mm | 2300x1820x1970mm
Working table (WxDxH) [ 1100x650 x800mm | 1315x1000x730mm 1515%1000x850mm 1890x855 x650mm 2240%1055x910mm
Weight 290+10kg 550+15kg 650+15Kkg 915+15kg

1390420k g




