
3M™ Safety-Walk™

Anti-Slip Tapes
and Treads

Your Steps
Matter.



3M™ 
Safety-Walk™

Anti-Slip
Tapes and
Treads
Slips can cause accidents that 
result in serious injuries at 
industrial work sites and at home. 
3M™ Safety-Walk™ Anti-Slip Tape 
and Treads minimize this risk so 
that you can work and live safely 
without worry.
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200 Series

300 Series

3M™ Safety-Walk™ Fine 
Resilient Tapes and Treads

3M™ Safety-Walk™ Medium 
Resilient Tapes and Treads

•	 For wet, barefoot-traffic areas.
•	 Water-resistant, acrylate adhesive is ideal for 

wet conditions.

Applications - showers, tubs, surfboard, around 
hot tubs, pools.  

•	 For wet, barefoot-traffic areas.
•	 Resilient surface and durable adhesive provide 

long-lasting performance.

Applications - locker rooms, around hot tubs 
and pools, boats, personal watercraft, water skis, 
exercise equipment & conveyors.

SW 220 Clear

SW 370 Grey
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500 Series
3M™ Safety-Walk™ 
Conformable Tapes 
and Treads
•	 For irregular surfaces in light to heavy shoe-

traffic areas.
•	 Foil backing conforms to corners and irregular 

surfaces.
•	 Aggresive adhesive holds securely.

Applications - stairs, ladders, loading ramps, 
platforms, irregular surfaces like diamond plate. 

600 Series
3M™ Safety-Walk™ General 
Purpose Tapes and Treads
•	 For light to heavy shoe-traffic areas.
•	 Pressure sensitive adhesive, covered by 

removable protective liner and is easy to apply.

Applications - stairs, ramps, lawn equipment, 
ladders, snowmobiles, scooters, construction 
machinery and vehicles.

SW 510 Black SW 530 Yellow

SW 610 Black SW 613 Yellow
and Black

SW 620 Clear SW 630 Yellow
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700 Series

Photoluminescent 
Series

3M™ Safety-Walk™ 
Coarse Tape and Treads

3M™ Safety-Walk™ Glow In 
The Dark Tapes and Treads

•	 For extreme, heavy traffic areas.
•	 Mineral-coated, slip-resistant surfaces.
•	 High performance adhesive creates excellent 

bond to most surfaces.

Applications - construction vehicles, ship and plane 
deck, trains, semi trailers, oily wet areas, platforms 
and ramps, machine shops, agriculture and foresty 
equipment, recreational vehicles.

How it works:
It is a system of mineral-coated polyester surface 
laminated with photoluminescent strips, coated 
with a rubber based adhesive and covered with a 
removable protective liner. It absorbs light and can 
provide visibility up to 6 hours in dark or poor light 
conditions. Enhanced with anti-slip characteristics, 
it provides illumination of exit paths and increase 
safety in the event of power or other illumination 
sources outage.

•	 Photoluminescent strips glow in the dark, for up 
to 6 hours (meets DIN67510 requirements).

•	 Slip-resistant surfaces.
•	 Strong and durable, resistant to chemicals.

SW Lite

SW 710 Black

3M™ Safety-Walk™ Anti-Slip Tapes and Treads



5

Product Usage Recommendation

Heavy Boot
and Cart

Traffic Conditions

600 series

500 series

Extreme Boot
and Cart

Traffic Conditions

700 series 300 series

Light Shoe
and Barefoot

Traffic Conditions

200 series

Barefoot
Traffic Conditions

3M™ Safety-Walk™

Product Series

Mineral coated top surface

Mineral coated, moldable aluminum foil backed

Non-mineral textured top surface

Photoluminescent
series

3M™ Safety-Walk™ Anti-Slip Tapes and Treads
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Easy to apply

Remarks

Make sure the surface is clean, dry, smooth and above minimum application temperature.

Clean the surface with soap and 
water to remove any grease or 
dirt. Rinse thoroughly and allow 
to dry.

1

Individual treads should be spaced 
a minimum of ½” apart and a 
maximum of 2” apart. Round the 
corners of any pieces cut from rolls.

2

Peel protective liner back about 2" 
from one end and position the piece 
on surface.
IMPORTANT: Minimize touching 
adhesive with fingers.

3

For porous surfaces (like unpainted 
wood or concrete), apply primer 
with a brush on the surface where 
the 3M™ Safety-Walk™ Anti-Slip 
Tape and Tread is to be placed. 
Allow primer to dry.

On steps, apply tread material ½" 
from stair edge to prevent edge curl 
and premature wear. 

5

Continue to remove liner. Press 
firmly in place as liner is removed. 

Finally, press into firm contact 
with surface using a rubber 
hammer to stick well on the 
surface. Pound edges extra hard. 

4

For wet areas, apply edge sealing 
compound on the edge of the 
product, making sure that the sealer 
bead covering the edge sealer dries 
(typically 30 minutes). Once dried, 
the area is ready to use. 

Never apply 3M™ Safety-Walk™ 
Products over the groove of wet 
areas.

After application, leave for 4 to 8 
hours before contact with water.

6

4-8
hours

3M™ Safety-Walk™ Anti-Slip Tapes and Treads
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