GZ125-B

GZ125-B s used for drilling 3258125mm holes on
#80-300mm pipes to install a branch pipe on a trunk
pipe. It features light weight, easy operation and high
efficlency.

MODEL GzZ125B
CAPACITY 25-125mm diameter
ROT-SPEED 120 rpm (no load)
MOTOR 230V, 1.8 KW
NET WEIGHT 20 kg
DIMENSIONS 330 x230x 450 mm
QG325-A
:p’;/ 4 QG325-A Is used for cutting steel plpes and ductile
= ’ iron pipes.
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CUMEYANG MODEL QG325-A
CAPACITY Pipe Diameter 60-325mm
Wall Thickness 3.5-Tmm

ROT-SPEED 22 rpm

MOTOR 230V, 50Hz, 1KW, 2800 rpm (no load)

OIL PUMP MAX PRES- | 30MPa | TANK- 500mi

AND OIL CYL SURE AGE

OUTPUT LOW PRESSURE 9mi/time
VOLUME | {|GH PRESSURE | 1.5mi/time

ACTING 25000N

FORCE

NET WEIGHT 95 kg

DIMEN- 690 x 940 x 650mm

SIONS

(7'}7‘5?{‘4’%&15’»74/ /’/’«W o QG3A—4

*Specification and price subfect to change.
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