
CONCRE TE CUT TER

Model Blade Size

(inch / mm)

Max. Cutting

Depth

(inch)

Dept Ajustment

Method

Drive Unit

KCC18P

Manual Screw

Lifting System

12 - 18”

(305 - 457mm)

6 (153mm)

Robin EY250 Air Cooled

8.5Hp (6.34kW)

Petrol Engine

KCC18D/DE

Kanda 186F Air Cooled

10Hp (7.46kW)

Diesel Engine

KCC18E 7 (177mm)
3 Phase, 

5Hp (3.73kW)

Electric Motor

KCC26P

12 - 26”

(305 - 660mm)
10 (254mm)

Robin EH65D Air Cooled 

22Hp (16.4kW)

Petrol Engine

KCC26E

Motor

Speed

(rpm)

3600

3600

2880

4000

2880
3Phase, 15Hp (11.19kW)

Electric Motor

CUT TER & SAW

DIAMOND CORING MACHINE

Model

Z1Z-CF-300B

Speed

(rpm)

900 or 480

Weight

(kg)

Max. Corebit

(mm)

24 or 30

6.5 r 11.3

8.0 or 15.5 

2.45

2.1

2.4

300

160

254

Input Power

(kW)

CSN-6A

CSN-10A

820

470 or 1100

Solution to your machinery needs 26

Weight

(kg)

100

135

105

180

180

Voltage

(V)

110 or 240

110 or 240

110 or 240

Water Tank

Capacity

(l)

25

25

25

50

50


