
PUMP

Model

HS2.4S

Power

(Kw)

0.375 (0.5Hp)

Cable Lenght

(m)

10

Discharge Bore

(mm)

50

Max Total

Head(m)

12.2

HS3.75S 0.75 (1Hp) 1080 18

HSZ2.45  0.375 (0.5Hp) 1050 12.2

HSZ3.75S 0.75 (1Hp) 1080 18

ELEC TRICAL SUBMERSIBLE WATER PUMP

Model

KSP80

Flexible Hose &

Shaft Length

(m)

6

Max. Total Head

(m)

12

Discharge Diameter

(mm)

120076.2

Output Capacity

(l/Min)

SUBMERSIBLE PUMP -  K ANDA

Model Discharge Bore

(mm)

Max. Vacuum

KPA

Cable

Length

(m)

Power (Kw) /

Voltage (V)

LSP1.4S 5m / 5m

0.48 (0.65Hp) /

110V / 220~240V

Single Phase

Weight

(kg)

12.525 73.3 (550mmHg)

SELF-PRIMING RESIDUE DE WATERING PUMP

Model

KDP20X

Suction Lift

(m)

8 (26ft)

Inlet / Outlet

Diameter

(mm)

Drive Unit

23 (75ft)50
Kanda 170F 5Hp

(3.7Kw) Diesel Engine

KDP30X 23 (75ft)

KDP40X;

KDP40XE
24 (78ft)

Max. Total

Head

(m)

Kanda 178F 6Hp

(4.5Kw) Diesel Engine

Kanda 186F 10Hp

(7.4Kw) Diesel Engine

80

100

DIESEL CENTRIFUGAL WATER PUMP -  K ANDA

Solution to your machinery needs05

Weight 

(kg)

28

Weight

(kg)

11.3

19

11.3

19

Suction

Hose

(m)

5m / 5m

40

60

78

Weight

(kg)

600

833

1600

Output 

Capacity

(l/min)


