
Model

KBC32D

KBC32E

KBC42D

KBC42E

7 (5.2kW)

5.5 (4.1kW) 

12.5 (9.32kW)

10 (7.46kW)

Max Bar
Diameter

(mm)

32

42

Working
Speed
(rpm)

40

Power
(Hp)

Drive Unit

Water Cooled 4 Cycle Diesel Engine

3 Phase, Electric Motor

Water Cooled 4 Stroke Diesel Engine

3 Phase,  Electric Motor

CUT TER & SAW

BAR CUT TER -  K ANDA

ELEC TRIC REBAR CUT TER -  K ANDA

Model

KGQ42D

KGQ55D

3 (4Hp)3 (4Hp)

4 (5.36Hp)

Cutting
Capacity

(450N / mm2)

6 - 42mm

6 - 55mm

Noise Value
@ 1m
db(A)

≤80db(A)

Motor
Power

3 Phase
(kW)

Flat Steel;
Angle Steel

(mm)

70 x 15;
52 x 52

80 x 15;
55 x 55

HBC-232 1Phase 1.43kW (1.92Hp) 110 or 230 490N/mm² ø32 37.6

Model Weight
(kg)

Drive Unit Voltage
(V)

Max. Cutting 
Capacity

ELEC TRIC REBAR HANDHELD CUT TER

Solution to your machinery needs27

600

580

860

830

Weight
(kg)

2400

1440

2400

1440

Motor Speed
(rpm)

495

630

Weight
(kg)

Motor
Speed
(rpm)

2880

4.57mm/s
7sec 

Cutting 
Speed


