
SURFACE PREP MACHINE 

CONCRE TE GRINDER -  K ANDA

GRINDER VACUUM SYSTEM -  K ANDA

Model Grinding

Width

(mm)

Weight

(kg)

Working

E!ciency

(sqft/hr)

Drive Unit

KCG350E 350

Kanda Y100L2Hp
(1.5Kw)

1ph Electric
Motor

Dimension

(mm)

(L x W x H)

1140 x 570

x 1000
350 (14”) 98

Model Grinding

Width

(mm)

Weight

(kg)

Working

E!ciency

(sqft / hr)

Drive Unit

BM1021 300
1 Phase Electric

3Hp motor (2.2Kw)

Dimension

(L x W x H)

(mm)

800 x 420

x 860
25.4 (10”) 48

Model Grinding

Width

(mm)

Weight

(kg)

Working

E!ciency

sqft/hr

Drive Unit

KGV320E 350 

350

1 Phase Electric
2Hp motor (1.5Kw)

Dimension

(mm)

(L x W x H)

1280 x 415

x 894

1280 x 415

x 894

300 (12”) 98

KGV320E3
3 Phase Electric

5Hp motor (3.75Kw)
300 (12”) 110

SINGLE DISC GRINDER -  K ANDA

Solution to your machinery needs01


