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SURFACE SCARIFIER -  K ANDA

Working E!ciency /

Max. Working Depth

30 - 66m² / hr

46-80cm²

110

135

75

65

Weight
(kg)

60

Model

KSS200P

KSS200E

KSS200D

KSS250P

KSS250E

KSS250D

Max. Working Depth

(mm)

200 x 3

Dimension
L x W x H (mm)

800 x 360 x 1080

Drive Unit

Robin EY20 5Hp (3.7Kw) Petrol Engine

AEG AMM90LBA2 Hp (1.5Kw) 1Ph Motor

Kanda 170F 5Hp (3.7Kw) Diesel Engine

250 x 10 910 x 470 x 880

11Hp (8.2Kw) Petrol Engine

6.7Hp (5Kw) 3Ph Motor

Air Cooled 10Hp (7.4Kw) Diesel Engine

Model Motor Speed
(rpm)

Noise Level
& Orbit

Size of Pad &
Packaging

Power
(W)

Deros650CV
ø150mm

Cardbox Box
350W 4000 - 10000 71db(A) /

5.0mm

HANDHELD GRINDER

5 - 7 pts
TC Milling Cutter

12 pts
Beam Cutter

15 - 18 pts
Pointed Steel

5 - 8pts
Tungsten Carbide 

SURFACE PREP MACHINE 

Solution to your machinery needs 02

Voltage
(V)

220~240V


