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Electric Site Dumper

Sustainable Power
for Construction (}J
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1-Ton Reverse Driving
Performance Specifications

Vehiclesize  3300X1300X2100mm [ Axle  Heavy-Duty Electrc Drive Axe

Wheelbase 1750 mm Drive mode Permanent 4WD
Total weight 1200 kg Electric Control: Forward/Reverse Variable Gear
Load Capacity (Rated) 1000 kg (1T) System rated voltage 60V L6
Energy Type Pure Electric Battery (&33  Tyre Size 26x12-12 =]
Bucket Capacity (Rated) 05m® &g Travel Motor 2x25KWAC
Bucket Rotation +90° Hydraulic Gear Pump Motor 3KW (&1

Sustainable Energy Solutions

= Battery Configuration Options: Standard high-capacity lead-acid pack (9 kWh/10.8 kWh/12.6 kWh).
Upgrade to high-performance Lithium-ion battery (9 kWh/12 kWh) for extended runtime and
faster charging.
* Battery Brand & Runtime: Features premium Jingjiu 6-EVF-150 packs (standard 5, 6, or 7 unit
configurations). Estimated runtime: 6-10+ hours (dependent on operating environment)
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Note: Information in this leaflet is for reference. Actual product details and specifications Er;

: L
may vary. All values are subject to change. Eite Teria
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Euro Terra

Mini Site Dumper

LZ20D LZ30D

Rated Load 2.0T 3.0T

Operating Weight 2530kg 3300kg

Bucket Capacity 1lm? 1.6m*

Max. Gradeability 30° 30°

Overall Dimensions (L x Wx H) 3337x1620x2560 4380x1900x2590

Engine Model 4TNV94L 4TNVO4L

Manufacturer Yanmar (EURO-3 Emission) Yanmar (EURO-3 Emission)
Number of Cylinders 4 4

Rated Power 35.5kw 35.5kw

Torque Converter Auto Gearbox Auto Gearbox

Max. Speed 30km/h 30km/h

Driving Axle Wheel Side Reduction Axle ~ Wheel Side Reduction Axle
Driving Mode 4x4 Wheel Drive 4x4 Wheel Drive

Tyre Specification 20.5/70-16 20.5/70-16

Type Hydraulic Hydraulic

Minimum Turning Radius 4000mm 4500mm

Service Brake Air Over Oil Disc Air Over Oil Disc

Parking Brake Disc Brake Disc Brake

Fuel 55L

Hydraulic Tank 55L

Alternator
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Euro Terra

Mini Site Dumper
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Front tip skip Swivel tip skip
A Overall Length 3337mm 3440mm
B Wheelbase 1800mm 1860mm
C Rear Overhang 545mm 545mm
D Discharge Distance 600mm 500mm
3 Width 1620mm 1620mm
F Bucket Width 1620mm 1530mm
G Height 2560mm 2560mm
H Ground Clearance 276mm 276mm
| Maximum Discharge Height 760mm B830mm
J Bucket Tipping Height 2300mm 2410mm
K Bucket Non-tipping Height 1685mm 1811mm
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Euro Terra

LZ30D

Front tip skip Swivel tip skip
A Overall Length 4380mm 4470mm
B Wheelbase 2370mm 2480mm
C Rear Overhang 810mm 900mm
D Discharge Distance 775mm 595mm
E Width 1900mm 1900mm
F Bucket Width 1900mm 2000mm
G Height 2590mm 2590mm
H Ground Clearance 276mm 276mm
I Maximum Discharge Height 780mm 850mm
J Bucket Tipping Height 2670mm 2810mm
K Bucket Non-tipping Height 1690mm 1B16mm
L LateralDumpingDistance 130mm
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Euro Terra

& L Mini Site Dumper Content

Rotating System - 2
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e« Double Tipping Cylinders « 180° Rotatmn
= More Powerful « Unique Patented Design

Tilt Oil Cylinder -3 Double Pump -4

« Maximum Tilt Angle: 30° « Sufficient Oil Flow
« Upand Down Function ¢ Powerful and Stable Performance

Articulated Chassis -5 Engine Hood -6

. SmllTurning Radius « High Efficiency
* Hydraulic Steering System » Easy-to-open Engine Hood

Contact Us: @ +6569700177 () admin@umtcom.sg ) 11 Tuas Avenue]
+65 82646464 o UML.COrLSg United Building

Singapore 639496




