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The data provided above is not binding, as the manufacturer reserves itself the right to make improvements to its products at any time and with no advance notice.
References to excavator weights are approximate and many may be subject to changes. Consider a 20% tolerance.

The largest of the screening bucket MB designed for backhoe 
loaders, is ideal for the selection of natural materials in 
quarries and large yards. MB-LS220 allows to reduce up to 
60% the crushing time and allows you to recover materials 
and handle it in the best way.

Particularly suitable for backhoe and loaders from 12 to 35 
Ton.

Like the other screening buckets of MB range, MB-LS220 is 
equipped with interchangeable panels, available in different 
sieve sizes depending on the needs of the job. The simple 
assembly and dis-assembly of the screen panels makes for 
an easy change for different material output sizes. 

“Great and Powerful”

ACCESSORIES

SPECIFICATIONS

RECOMMENDED SPARE 
PARTS KIT FIXED COUPLER

QUICK FEMALE 
COUPLER HOUR METER

MBLS22012 - - 804MBBV01

24 MONTHS WARRANTY

WA242200

OIL FLOW PRESSURE
COUNTER PRESSURE
DRAIN WEIGHT SPEED/MIN.

120 l/min. 200 bar - 2,8 Ton 15/25 min/max

EQUIPMENT LOAD CAPACITY BASKET DEPTH GRID DIAMETER DIMENSIONS

BACKHOE LOADER /
LOADER ≥ 12 < 35 Ton

2,40 m3 1200 mm 1600 mm 2355 x 2180 H 1790 mm

PRIMARY SELECTION:
WASTE MATERIAL
DEMOLITION MATERIAL
EXCAVATION FILLING MATERIAL
STONY GROUND RECLAIM  
PEBBLES IN STREAMS
DEBRIS IN BEACHES
NATURAL STONE S CLEANING
MINES AND FOUNDRIES MATERIAL 
URBAN DEBRIS  


